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Die-casting shell



� � N.W 6.3KG
G.W 7.1KG
Package Size 52 52 64cm

Volume 0 174m
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FrontBack

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL Front Low 0 30 509 91 7 6- - ( - ) . .

FM Front Medium 30 60 1338 5 20 1- - ( - ) . .

FH Front High 60 80 976 94 14 6- - ( - ) . .

FVH Front Very High 80 90 401 72 6 0- - ( - ) . .

Total Forward Light 3227 1 48 4. .

BL Back Low 0 30 519 01 7 8- - ( - ) . .

BM Back Medium 30 60 1425 4 21 4- - ( - ) . .

BH Back High 60 80 1066 6 16 0- - ( - ) . .

BVH Back Very High 80 90 436 14 6 5- - ( - ) . .

Total Back Light 3447 1 51 6. .

UL Uplight Low 90 100 0 0 0- - ( - ) .

UH Uplight High 100 180 0 0 0- - ( - ) .

Total Up Light 0 0 0.

BUG Back Up Glare Rating B3 U0 G3( , , ) - -

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 3227 1 0 3227 1. .

Street Side 3447 1 0 3447 1. .
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LED������ LED Courtyard Light Parameter table
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