
Using famous brand chips to ensure good reliability and consistencycree

Using PC lens to adjust beam angle

Energy-e cient,about double to triple of the metal lamp or the sodium lampffi

High quality driver,safety and reliable

LED ����

Cree3030

LED Growers
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� � N.W： . KG6 5
� � G.W： . KG8 5
���	 Package Size： * *67 67 14

 � Volume： . m³0 063

240W

���	
 Weight & package
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UNIT:cd

V 0.0DEG PLAN,49.7deg

UNIT:cd

H 0.0DEG PLAN,50.3deg

AVERAGE BEAM ANGLE(50%):50.0 DEG
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PAR Distribution

� � N.W： . KG11 5
� � G.W： KG14
���	 Package Size： * *96 96 14

 � Volume： . m³0 13

480W

���	
 Weight & package

� � N.W： . KG19 5
� � G.W： . KG22 5
���	 Package Size：125*115*14

 � Volume： . m³0 2

630W

���	
 Weight & package

���� Installation Instruction
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PAR

480WLED GROW LIGHT 1000WHPS PAR COMPARISON&

-40-40℃

Storage environment -40℃-85℃ RH10%-95%

R26.3 G71 4 B2.3%% . %

50°

����� LED GROWERS

100-277/ / VAC  50/60Hz347 480

Chip CREE3030

36

6.15

220±10%

28800

LEDZ W00W240 2C

1.15@220V

240 10%

90

EFF

Flux of emitted photons(umol/s)

R/B:90%/10%

680 1500

2.82/W（umol/W）

PAR

630WLED GROW LIGHT 1000WHPS PAR COMPARISON&

PAR PAR

36

16 2.

580±10%

75600

LED W00ZW630 2C

630 10%

2.9@220V

36

12 3.

440±10%

57600

LEDZ W00W480 2C

2.3@220V

480 10%

2200

3.12/W 3.5/W


